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HSE-821SX
Order no.: 0220890

PRODUCT INFORMATION

Replacement electret headband microphone

Suitable for vocal and speech applications
Microphone cartridge with cardioid polar pattern 
Gooseneck cartridge arm
1.3 m connection cable with 3.5 mm plug, with latching device
Operation via a pocket transmitter of the series TXS-820SX, TXS-822SX, TXS-820LT or
TXS-822LT
Microphone windshield

Manufacturer information:
MONACOR INTERNATIONAL GmbH & Co. KG
Konsul-Smidt-Str. 68
28217 Bremen
Germany
info@monacor.com

SPECIFICATIONS

HSE-821SX
Description headband microphone

Transmission method cable

Polar pattern cardioid

System electret

Audio frequency range 80-12,000 Hz

Nominal impedance 680 Ω

Sensitivity 5.6 mV/Pa

S/N ratio 60 dB
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HSE-821SX
Max. sound pressure 110 dB

Power supply 1.5-3 V

Admiss. ambient temp. 0-40 °C

Weight 60 g

Cable 1.3 m

Connection 3.5 mm plug

Packaging dimensions (W x H x L) 0.2 x 0.07 x 0.15 m

Gross weight 0.115 kg

Net weight 0.06 kg

HSE-821SX
EAN code 4007754201468

Net weight 0.06 kg


