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INS-100Z

PRODUCT INFORMATION

Transmission set,
for transmitting HDMI™ signals via network cable with a length of up to 100 m.

e Resolution: 1080p with a 100 m Cat. 5 cable (individual connection transmitter/receiver)

e Up to 5 receivers INS-100R can be operated in one network when using Cat. 6 cables in a
gigabit network

e Supplied with infrared sensors for utilising remote controls of external devices

e Scope of delivery: 1 transmitter module, 1 receiver module, 2 plug-in power supplies

Transmitter module:

Connections: HDMI™ jack, RJ45, low-voltage jack
LED status indication

e Power is provided via enclosed plug-in power supply
Dimensions: 97 x 24 x 94 mm

Weight: 145 g

Receiver module:

e Connections: HDMI™ jack, RJ45, low-voltage jack
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LED status indication

e Power is provided via enclosed plug-in power supply
e Dimensions: 97 x 24 x 94 mm

Weight: 142 g

Manufacturer information:

MONACOR INTERNATIONAL GmbH & Co. KG

Konsul-Smidt-Str. 68
28217 Bremen
Germany
info@monacor.com

SPECIFICATIONS

INS-100Z
Description

Colour
Suitable for

Power supply

Admiss. ambient temp.
Dimensions

Weight
Connections
Packing unit

Packaging dimensions (W x H x
L)

Gross weight
Net weight
INS-100Z
EAN code
Net weight

transmission set
black

HDMI™ signals via network cable with a
length of up to 100 m

via encl. plug-in power supply
0-40 °C

97 x 24 x 94 mm (transmitter and
receiver)

421 g

HDMI™ jack, RJ45

1

0.15x0.08x0.2m

0.586 kg
0.421 kg

4007754253986
0.421 kg



