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MD-306
Order no.: 0221070

PRODUCT INFORMATION

Stereo headphones

Extra lightweight version
Turnable earpieces
Padded ear cushions
1.2 m cable with single-sided cable inlet and 3.5 mm plug

Manufacturer information:
MONACOR INTERNATIONAL GmbH & Co. KG
Konsul-Smidt-Str. 68
28217 Bremen
Germany
info@monacor.com

Safety Notes and Warning Messages
Never adjust the headphones to a very high volume. Permanent high volumes may damage your
hearing! Your ear will get accustomed to high volumes which do not seem to be that high after
some time. Therefore, do not further increase a high volume after getting used to it.
The unit is suitable for indoor use only. Protect it against dripping water and splash water, high air
humidity and heat (admissible ambient temperature range: 0 - 40 °C).
If the unit is to be put out of operation permanently, take it to a local recycling plant for a disposal
which is not harmful to the environment.

SPECIFICATIONS

MD-306
Description headphones

Transmission method cable

Headphone driver neodymium, Ø 30 mm
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MD-306
Type of transducer dynamic

Max. input power 50 mW

Transmission range, headphones 20-20,000 Hz

Nominal impedance, headphones 32 Ω

Headphone sensitivity 110 dB/mW

Cable 1.2 m, single-sided cable inlet

Plug 3.5 mm plug

Weight w/o cable 50 g

MD-306
EAN code 4007754209471

Net weight 0.069 kg


