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WSA-10BT

PRODUCT INFORMATION

Bluetooth audio receiver,
for playing tracks from mobile audio devices directly on your audio system.

e Audio streaming directly from any Bluetooth device

e Supports aptX for an improved audio quality

e Autopairing

e Up to 10 paired devices can be stored

e Optical and coaxial digital output, analogue line level output

e LED status indication

e Scope of delivery: wireless audio transmission adapter, plug-in power supply, audio cable
2 x RCA to 3.5 mm stereo jack, connection cable with 3.5 mm stereo plugs

Can the name of the Bluetooth receiver WSA-10BT be changed?

The name of the Bluetooth receiver WSA-10BT can be changed on your smartphone. However,
the change of name only applies to the smartphone in use. If you use a different phone, the
receiver will be displayed as WSA-10BT again.

Manufacturer information:

MONACOR INTERNATIONAL GmbH & Co. KG
Konsul-Smidt-Str. 68

28217 Bremen

Germany

info@monacor.com

Safety Notes and Warning Messages

The unit uses dangerous mains voltage. Leave servicing to skilled personnel only and do not
insert anything into the air vents. Inexpert handling may result in electric shock.

Do not operate the unit and disconnect the mains plug from the socket immediately if the unit or
the mains cable is visibly damaged; if a defect might have occurred after the unit was dropped or
suffered a similar accident, if malfunctions occur. In any case, the unit must be repaired by skilled
personnel.
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The unit is suitable for indoor use only. Protect it against dripping water and splash water, high air
humidity and heat (admissible ambient temperature range: 0 - 40 °C).

Never pull the mains cable to disconnect the mains plug from the socket, always seize the plug.

If the unit is to be put out of operation permanently, take it to a local recycling plant for a disposal
which is not harmful to the environment.

SPECIFICATIONS

WSA-10BT

Frequency range  20-20,000 Hz
THD 0.05%
Channel separation 45 dB
Bluetooth 4.0, class 2

Operating range 10 m (typ.)20 m (clear view)

Profiles A2DP

Power supply via encl. power supply
Width 91 mm

Height 25 mm

Depth 57 mm

Weight 60 g

Outputs:1 x Toslink, optical/digitall x RCA, digitall x
3.5 mm stereo jack, analogue

Connections

Other features aptX

WSA-10BT

EAN code 4007754242799
Net weight 0.176 kg



